Safety Precautions

<© Note!
The front fork is a very important part of the
vehicle and will therefore affect the stability.

—Safety Symbols

In this manual, mounting instructions and
other technical documents, important

<@ Read and make sure that you
the information in this manual and the mounting
instructions before you use this product. If you
have any questions regarding installation or
maintenance please contact your Ohlins

dealer.

<@ Ohlins Racing AB can not be held
responsible for any damage to the front fork,
vehicle, other property or injury to persons, if
the instructions for i ing and mai

are not followed exactly.

A\ Warning!

This product was developed and designed
exclusively for a specific vehicle model and
shall only be installed on the intended vehicle
model in its original condition as delivered from
the vehicle manufacturer.

/\ This product contains pressurized nitrogen
gas (N,). Do not open, service or modify this

product without proper education (authorized
Ohlins dealer/distributor) and proper tools.

A\ After installing this product, take a test ride
at low speed to make sure that your vehicle
has maintained its stability.

/\ If the suspension makes an abnormal noise,
or the function is irregular, or if you notice any
leakage from the product, please stop the
vehicle immediately and return the product to
an Ohlins Service Centre.

< Note!
When working on this product, always consult
this Owners Manual.

<@ This Manual shall be considered a part of
the product and shall therefore accompany the
product throughout its life cycle.

How to Install

/\ Warning!
Itis advisable to have an Ohlins dealer install
the front fork.

When installing, consult your Vehicle Service
Manual.

1
Put the motorcycle on a workstand so that the
front wheel is off the ground.

A\ Warning!

ing safety is distin-
guished by the following symbols:

A
The Safety Alert Symbol means: Waming!
Your safety is involved.

ir 1ation co

/\Warning!

The Waming Symbol means: Failure to
follow waming instructions can result in
severe or fatal injury to anyone working
with, inspecting or using the front fork, or

to bystanders.

@ Caution!

The Caution Symbol means: Special
precautions must be taken to avoid
damage to the front fork.

® Note!
The Note Symbol indicates information that
is important regarding procedures.

®© Ohlins Racing AB. Al rights reserved. Any reprinting
or unauthorized use without the written permission of
Ohlins Racing AB is prohibited.

Printed in Sweden.

Make sure the vehicle is securely supp: s0
that it will not tip.
2

Remove the front wheel, plastic fork leg pro-
tectors and brake caliper.

@ Note!

Note the fork height position (see step 3).

3

Measure the distance from the top of the
upper triple clamp to the centre of the front
wheel axle, according to figure, make a note.
4

Loosen the upper triple clamp by loosening
the screws

5

Loosen the lower triple clamp by loosening the
screws.

6

Remove the front fork legs from the motorcy-
cle.

Front
wheel

Brake

\ ’/( caliper

e

T ¥ Upper
@ triple
clamp
< ¢ Lower
triple
clamp

Safety Precautions
Recommended Tools

How to Install

Replace Spring

Set-up

Measure Spring Preload
Adjustments

Diagram; Oil Volume - Force
Spring Guide

Inspection and Maintenance

Contents

Recommended Tools

Ohlins Front fork Installation

See your Vehicle Owner’'s Manual for proper instructions for OEM front fork

removal and installation.

Ghlins Front Fork Service Tools
= Fork Cap Tool octagon 50mm

= Socket 12mm for Ohlins shaft end

¢ Pliers (for security snapring)

= Tool 01890-01 Plug

= Bushing removal tool 01702-04 (with top part 01702-13)
= Bushing / Seal mounting tool 01799-04

@ Note!

On some models you will need to install Ohlins
triple clamps (provided in the kit). See your
vehicle service manual for instructions how to
remove the upper and lower triple clamp. OEM
steering stem and steering bearing need to

be removed from OEM lower triple clamp and
installed to the Ohlins triple clamp.

% caution!
Itis advisable to have an Ohlins dealer remove
and install the steering stem.

7

Consult your vehicle service manual for
instructions on how to install lower and upper
triple clamp and how to achieve the correct
steering bearing free play.

8

Install the front fork legs into the triple clamps
Use, to start with, the same height position
as measured in step 3. Rotate the fork legs
in the triple clamps to achieve good access
to the adjusters in the fork leg top cap. We
recommend turning the adjuster access point
towards the rear of the motorcycle (“O’-logo
readable from riding position).

9

Install the upper fork leg sticker rotated to
your liking and install lower plastic fork leg
protectors. Tighten top and bottom triple
clamp bolts;

Tightening torque

Top triple clamp M8 20Nm
Bottom triple clamp M8 15Nm
Fork protectors M6 7Nm

How to Install

10

Reinstall the brake caliper and the front
wheel. Tighten brake caliper bolts. Tighten
front wheel nut and left side fork bottom bolts.
Make sure front fork legs are parallel before
tightening the right side fork bottom bolts.

Tightening torque
Brake caliper M8 25Nm
Front wheel axle 50Nm
Fork bottom M8 15Nm
@ Note!

It is very important that the triple clamps are
tightened to the correct torque.

11

Make sure that all removed parts are re-
installed according to instructions in your
vehicle service manual



Replace Spring

<© Note!

We advise you to loosen (not remove) the top
cap from the outer tube when the fork leg is still
fixed by the lower triple clamp.

1
To remove the fork, follow steps 1-6 in chapter
How to Install.

2
Unscrew the top cap from the outer tube.

3

Remove the security snapring at the bottom
of the fork with a pair of pliers. Loosen the
bottom end of the cartridge kit by turning it
clockwise.

4

Install the tool 01890-01 (oil plug) by pushing
it into the fork bottom. The plug will keep the
oil in the fork while changing the spring.

5

Remove the cartridge kit from the fork leg and
change the spring. Note the plastic preload
washer(s).

® Note!
The preload washers must be placed below the
spring, at the bottom end of the fork leg.

6
Install the cartridge kit into the fork leg and
push out the oil plug tool 01890-01.

7
Tighten the shaft end (counter clockwise) into
the fork bottom. Tightening torque 18 Nm

8
Install the security snapring.

Set-up

A\ Warning!

Before riding, always ensure that the basic
settings made by Ohlins are intact. Take

notes, adjust in small steps and make only one
adjustment at a time.

Step 1

Check Sag and Ride Height

® Note!
The following procedure should be performed
on a flat surface.

1. Put the motorcycle on a workstand so that
both wheels are off the ground and the
suspension is unloaded

2. Mark, for example with a piece of tape, a
point immediately above the rear wheel
axle.

3. Measure the distance from the marked
point to a fixed point, for example the
wheel axle. (See figure below: R1)

4. Measure the distance from the bottom of
the upper triple clamp to a fixed point, for
example the front wheel axle. (F1)

5. Put the motorcycle on the ground so that
the front and the rear suspensions are
slightly compressed. Repeat the measur-
ing procedures. (R2 and F2)

6. Sit on the motorcycle in normal riding
position, properly outfitted in your riding
gear. Repeat the measuring procedures.
(R3 and F3)

Preload washer
(;‘Jlasﬁc, optional) @

Recommended Measures
If no other recommendations are given in the
Vehicle Manual follow the measures below:

Free sag (R1-R2)
Rear 30 - 45 mm

Ride height (R1-R3), (F1-F3)
Rear 100 - 115 mm
Front ~ 40-50 mm

Step 2

Adjust spring preload

1. If your measurements differ significantly
from the recommendations in the table
above, adjust the spring preload. (See
section Spring Preload in this manual)
If the ride height still differs from the
recomendations, you may need to change
spring. Contact an Ohlins dealer for
advise.

/\Warning!

Incorrect spring rate may produce a fork angle
that is too steep or too flat. This in turn will
give a for over- or ing,
which could seriously affect the handling
characteristics of the motorcycle.

Replace Spring

<® Note!

When removing spring and cartridge kit there
will be a loss of front fork fluid. Therefore, we
recommend adding 15 ml Ohlins Front Fork
fluid into each fork leg.

9

Tighten the Ohlins fork top cap gently. Use
a 50 mm octagon Fork Cap Tool.
Tightening torque maximum 10 Nm.

10

Install the front fork and all other removed
parts according to step 8-10 in chapter “How
to install”.

@ Note!
It is very important that the triple clamps are
tightened to the correct torque.

<@ Note!

Make sure that all removed parts are
reinstalled as they were before the installation
of the Ohlins Kit.

Measure Spring Preload

Five Steps to measure and adjust spring Fork springs may differ in length. Therefore
preload; we recommend you to check the preload on
each fork leg and, if necessary, install preload
washers to get the correct value

Preload less than -0 mm will make the fork
springs loose when the front wheel is off the
ground, which increases wear inside the fork.

1. Measure A. Fork outer tube should be
slid down to stop and cartridge left at free
length (internal gas pressure extends
cartridge).

. Measure B.

Measure C.

. Calculate preload: Preload =B-A-C

. Adjust preload according to the desired
value according to set-up data, by add-
ing/removing preload washers below the
spring.

@ Caution!

Preload washers must be placed below the
spring, otherwise they will restrict oil flow and
the Front Fork function.

o bW N

For recommended Spring Preload, see
Supplementary Mounting Instruction.
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